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Multi round cartridge vessels feature a 
universal bottom cup to suit double open 
ended, code 8 (222 O-rings/fin) or code 3 
(222 O-rings/flat) cartridges. Our vessel 
design therefore provides versatility -  
by simply exchanging the cartridge top 
sealing components, the vessel can  
be converted to suit either double open 
ended cartridges or to suit code  
3 and 8 cartridges. 

 
For use with 
double open ended 
cartridges, vessels are provided 
with a cup and spring component 
which achieves both top sealing 
and cartridge core location, and  
a compression plate. 

 
 
To use with code 3 or 8 
cartridges, vessels are provided 
with a compression plate with 
cartridge end cap locating holes. 

Multi round cartridge vessels are 
constructed from either stainless steel 304 
or 316L. As standard, the external finish is 
bead blasted. Other surface finishes such 
as internal and external electropolishing are 
available on request.

ALL VESSELS ARE PROVIDED  
WITH A TOP VENT AS WELL AS 
CLEAN AND DIRTY DRAIN PORTS. 

Larger diameter vessels are fitted with 
either a davit arm lid lift or a spring 
assisted counterbalanced hinge.

The standard connection types are BSP 
screwed, DIN Flanged or ANSI flanged with 
connection size according to model. 

The standard pressure rating is 10 bar  
at a temperature of 110oC. Vessels can 
be CE marked and provided with ATEX 
certification on request.

Allied Filter Systems can 
manufacture custom made cartridge 
vessels. Common modifications 
include specified connection sizes 
and types, different cartridge 
sealing arrangements, and duplexed 
systems. See pages 16 and 17 for 
more details.

F I LTER  HOUSINGS

ALLIED FILTER SYSTEMS LTD MANUFACTURES A COMPREHENSIVE RANGE 
OF INDUSTRIAL FILTER CARTRIDGE VESSELS WHICH ACCEPT EVERY TYPE 
OF STANDARD FILTER CARTRIDGE SUCH AS MELT BLOWN, STRING-WOUND, 
RESIN BONDED, PLEATED AND METALLIC.

LV1 SERIES SINGLE CARTRIDGE 
VESSELS
The LV1 series single cartridge vessel consists  
of an investment cast head with 1” BSP (F) inline 
connections and 1/8” BSP (F) vent, a quick 
release clamp, and a bowl with ¼” BSP (F) 
bottom drain.

LV1 vessels are produced in four sizes to suit 
industry standard 10”, 20”, 30” and 40” nominal 
length filter cartridges. The universal head can 
be configured to suit double open ended, code 
8 (222 O-rings/fin) or code 3 (222 O-rings/flat) 
cartridges. The LV1 can also accept code 7 
(226 O-rings/fin) cartridges when supplied with 
an adaptor. The head is provided with locating 
sockets for an optional wall mounting bracket.

As standard, the LV1 series cartridge vessel  
has a mechanically polished exterior finish.

The material of construction is stainless  
steel 316L, and the housing has a pressure 
rating of 10 bar and temperature rating  
of 80oC (higher ratings are available on 
request). The LV1 is suitable for filtration  
of liquids, alternative designs are available  
for gas applications.

CH AND CHD SERIES MULTI ROUND 
CARTRIDGE VESSELS
Multi round cartridge housings are available  
with a choice of two lid designs:

BOLTED LID (CH SERIES) 
Standard range contains from 3 to 34 cartridges 
and suits industry standard 10”, 20”, 30” and 
40” nominal length filter cartridges.  Larger 
vessels are available on request.

DOME LID WITH V-BAND CLAMP  
CLOSURE (CHD SERIES)
Standard range contains from 3 to 7 cartridges 
and suits industry standard 10”, 20”, 30” and 
40” nominal length filter cartridges.  

CARTRIDGE

INDUSTRIAL CARTRIDGE FILTER VESSELS TO SUIT  
ALL COMMON CARTRIDGE CONFIGURATIONS.

THE CH AND CHD SERIES 
CAN BE MANUFACTURED 
WITH AN INVERTED DISHED 
BASE WITH BOLT DOWN 
PLATE, OR ALTERNATIVELY 
WITH DISHED END AND 
ADJUSTABLE LEGS.
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