0 Allied Filter Systems Ltd

FP2 Filter Cartridge Vessels

FP2 filter cartridge vessels are made from
two piece plastic sections, head and bowl.

FP2 filter vessels are made with female
thread couplings, with plastic relief
valves.

All vessels are designed to hold standard
5”,9 %" or 20” filter cartridges.

All standard vessels are supplied with
Blue head and transparent (Blue SAN) or
white (Opaque PP) bowls.

TECHNICAL FEATURES

Head: PP without brass inserts, blow-off valve in acetyl resin

Sump: transparent SAN — PP white

O.RING: NBR 70 Sh

Working pressure: 8 bar max

Burst pressure: 38 bar max

Working temperjature: 0°C + 50°C min/max

Capacity (empty) at 2 bar: 1/4"F 32,83 It/min - 3/8"F 86,70 It/min - 1/2"F 106,60 It/min
3/4"F 108,50 I1t/min - 1"F 105,60 It/min

Life test: 200.000 cicles from 0-10 bar

Ordering Information

Length Connection Pressure Relief Bowl Colour
| v- 5 -p- 0.5- WOPR W
Code Size Code Size Code Code  Colour
5 5" 0.5 1/2" WOPR  Without C Clear
10 93/4" 0.75 3/4" WPR With W Opaque
20 20" 1 1"
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