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T E S T E N G I N E E R I N G L T D
WLB-TT series compact Bluetooth temperature sensor

Watchlog Bluetooth compact temperature sensor
including iOS and Android apps with datalogging

WLB-TT temperature sensor

Low-cost, cable-free temperature sensor with free monitoring
and datalogging app available in the iOS App Store and Android
Google Play store. An extremely fast and easy way to add live
temperature monitoring and datalogging to your system.

DISCOVERMORE AT
HYDROTECHNIK.CO.UK/BLUETOOTH

• Small size, max height 106mm

• 1s transmission rate

•Bluetooth transmission greater than 20m

•Monitor & record temperature using theWatchlog iOS
& Android apps

• CR2032 ba�ery powered

•Typical ba�ery life 12 months

•Secure screw cap for quick & easy ba�ery changing ±0.5%FS
accuracy

• Low cost, cable free temperature monitoring solu�on
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T E S T E N G I N E E R I N G L T D
WLB-TT series compact Bluetooth temperature sensor

DIMENSIONS AND ORDERING CODES

TECHNICAL DATA

Sensor type Pt100

Transmission rate 1s

Temperature range -50…200°C

Maximum pressure 16 bar

Accuracy 0.5°C

Long-term stability Typical ≤0.25% FS/year

Protec�on class IP 65

Measuring medium Oil, water, gas and other non-corrosive media
for stainless steel

Temperature connec�on G1/8” BSP, G1/4” BSP (other connec�ons available on request)

Probe material 304SS

Cap material PA 66

Power supply CR2032 ba�ery
(12 months typical ba�ery life)

Stand-by power consump�on <5µA

All dimensions in mm

Downloadable iOS and Android apps
for temperature display and logging
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Order code Thread type
(T)

Probe diameter
(D)

Probe length
(L) Descrip�on

WLB-TT-0200-G1/4 G1/4" BSP male
with ED seal Ø 6mm 20mm

Watchlog Bluetooth Temperature Sensor
-50º…200ºC measuring range
CR2032 ba�ery powered

WLB-TT-0200-G1/8
G1/8" BSP male
with bonded
washer seal

Ø 4mm 10mm

Other threads, probe diameters and probe lengths available on request.


